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COMMUNICATION INTERFACE

Cellular Mode

Cellular Network

Wi-Fi

Bluetooth

USB

Dual SIM card, dual stand-by

4G GSM, TDD-LTE, FDD-LTE, WCDMA, TDSCDMA, 

CDMA1x/CDMA2000

IEEE 802.11a/b/g/n/ac, 2.4GHz/5GHz

V4.1 + Bluetooth LE

Type-C, supports OTG

PHYSICAL FEATURES

POWER SUPPLY

Weight: 350g(within battery)

Size: 225mm*78mm*14.5mm

Keypad: Alphanumeric key and function key.

Operating temperature: -30℃ ~ +60℃
Storage temperature: -40℃ ~ +70℃
Shock and vibration: MIL-STD-810G, 514.6
Free fall: 1.5m

IP67

Battery: Removable 3.8V 

lithium battery: 5200mAh

Duration: 12 hours

Quick charge within 4 hours (PE quick charge 9V/2A)

HARDWARE CONFIGURATION

OS: Android 9.0

Processer: MT6762, 2.0GHz, 8 core
RAM: 3GB

Storage: 32GB(up to 128GB external storage)

Display: 5.0’’, 720 x 1280 High Definition, 

               sunlight readable, touch screen

Camera: 13MP, tag available

Sensors: G-sensor, Accelerometer, light-field sensor, gyro

� Android 9.0

�  Type C USB port

� 8 cores, 2.0GHz,  3G RAM, 32G Internal storage and compatible with 

   up to 128GB detachable TF card.

�  WiFi & Cellular simultaneous working

�  IP 67

20M105

GNSS GPS

BDS

GLONASS

Update rate: 1Hz


